
Series 120 Card Guide

Nylon 6/6 or 6. Meets UL94V-2 
self-extinguishing to flame or 
UL94V-0 (see part number 
configuration). May be used at 
121°C (250°F) continuously. 
Resistant to alkalies, weak acids 
and common solvents.   
"C" Option 10% Graphite Filled 
Polycarbonate. Meets UL94V-2. 

pentairprotect.com  1-800-854-7086

MATERIALS

Series 120  

Standard color is natural (white) 
for non coductive, and black for 
conductive "C" option.  
Other colors including black, 
brown, red, orange, yellow, green, 
blue, violet and grey available as 
custom parts.   

/h[hw

Standard: 1.93 ± .13 (.076 ± .005) 
for -3: 2.69 ± .13 (.106 ± .005)  

6.4 
(.25)  

1.19 ± .08  
(.047 ± .003)  

3.18 
(.125)  

3.18 ± .13  
(.125 ± .005)  

3.35 ± .05  
(.132 ± .002) 

Dia.  

6.4 (.25) Typ.  
Length ± .8 (.03)  

(Length - 12.7 (.500))/2 ± .8 (.03)  
if applicable. See table  Length - 12.7 (.500) ± .8 (.03)  

Units: mm (in) .xx=±.25, .x=±.5 
(.xxx=±.010, .xx=±.02)  

Part Number Code  
Series 120 Card Guide  

 C   120 -  400       X   -   3 

Material
Conductive __________________________________ C
Non Conductive _________________________  [blank]  

Length
4.00" __________________________________________________400
or choose from Length Table ______________________________xxx 

Mounting Options  
For lengths 7" or greater 
No mid-mounting hole   _________________________________________ X 
Mid mounting hole included ________________________________  [blank]

Board Thickness
2.4 (.094) ___________________________________________________________ 3
1.6 (.063 _______________________________________________________  [blank]

LENGTH TABLE 

Code Length for Non 
Conductive

400 
600
700
850
950

101.6 (4.00)
152.4 (6.00)
177.8 (7.00)
215.9 (8.50)
215.9 (9.50)

102.1 (4.02)
153.2 (6.03)
178.8 (7.04)
216.9 (8.54)
242.6 (9.55)

Length for Conductive 
("C" Option)

Rear (and Center) Mounting Slots: Series 
120 & C120
3.02 ± .13 (.120 ± .005) x 5.54 (.218)

INSTALLATION DATA Snap-
in with sharp impact. No 
special installation tools 
required. Fits up to 
1.91 (.075) thick material.

8909006

3

Front Mounting Hole: 
Series 120
   3.25 +.03/-.08 (.128 +.001/-.003) Dia. 
Series C120
   3.20 +.03/-.08 (.126 +.001/-.003) Dia.

Part Number Code Example: 
C120-850X-3
Series 120  card guide, conductive, 216.9 (8.54) lenght, no 
center mounting, for PCB thickness of 2.4 (.094)
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