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PROPRIETARY NOTE* *

DO NOT
SCALE FROM

THIS PRINT LEAD STYLE
-01: 26-30 AWG
-02: 20-24 AWG
-03: 28-30 AWG(PTFE/FEP)

PLATING SPECIFICATION
-F: FLASH SELECTIVE GOLD
-L: LIGHT SELECTIVE GOLD
-S: SELECTIVE GOLD

T1M74-X-XX-X
SUPPIED
-L: LOOSE
-R: REEL
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ALL DIMENSIONS ARE REFERENCE
(SEE T-1M74-X-XX-X FOR CONTROL PRINT)

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN INCHES.
TOLERANCES  ARE:
DECIMALS                     ANGLES
.XX: .01                      2
.XXX: .005
.XXXX: .0020
MATERIAL:
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CARRIER SPECIFICATIONS

RB-24-1.00-P

LABEL UP

  "G" REF  

 WIRE CRIMP
SCALE 16:1

  "H" REF  

INSULATION CRIMP
SCALE 16:1

  "J"  

INSULATOR STRIP LENGTH

REEL SPECIFICATIONS

PLATED T1M74 PARTS ARE TO BE UNWOUND THEN REWOUND AND COUNTED.
15,300+100/-0 PCS POSITIONED AS SHOWN ON SAMTEC REEL WITH VIEWPORTS.

LABELED T1M74 WITH APPROPRIATE PLATE CALL OUT AND LABEL PLACED AS SHOWN.
MAXIMUM OF 2 SPLICES PER REEL, SPLICES ARE NOT TO BE CONNECTED.

NUMBER OF SPLICES TO BE MARKED ON EACH REEL.
REELED PARTS TO BE INTERLEAVED WITH PAPER BETWEEN EACH LAYER OF PARTS.

SECURELY CONNECT INTERLEAF SPLICE.
OUTER WRAP SHALL RECEIVE RB-24-1.00-P PROTECTIVE REEL BAND.
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